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SUMMARY 

A review of some approximate modeling techniques used to develop 
analytical solutions for damaged, fiber-reinforced composite materials 
is presented along with previously unpublished results of the past 
year's research concerning the application of these methods to particular 
problems. 

The classical shear-lag stress-displacement assumption Is funda- 
mental to much of this work. Based on this approximation, solutions 
are developed for the two-dimensional region containing unl-dlrectlonal 
fibers with Initial damage In the form of respectively! a notch, a 
rectangular cut-outand a circular hole. An ultimate stress failure 
criterion Is used for both the fibers and the matrix; simple tension 
for the fibers and shear failure for the matrix. Models which account 
for longitudinal matrix yielding and splitting as well as transverse 
matrix yielding and fiber breakage as a function of Initial damage, 
material properties and applied stress are presented. The fibers are 
taken as linearly elastic and the matrix material as either elastlc- 
perfectly plastic or elastic-strain hardening. A cover sheet con- 
straining the uni -directional laminate is also Introduced although 
only Its Influence on the unl-dlrectlonal laminate Is modeled; the 
stresses within the constraint layer are not computed. 

For ductile matrix composites (boron/aluminum) the results 
Indicate that longitudinal matrix yielding and transverse notch 
extension are the most significant forms of damage to Include In order 
for the model to agree with experimental results. The extent of the 
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stable transverse damage Is shown to be approximately constant. 
Independent of Initial notch length. Including a cover sheet and/or 
strain hardening matrix has minor Influence. In the case of brittle 
matrix composites (graphite/epoxy) longitudinal splitting Is shown 
to be the dominant form of damage. 

Very little difference Is found between the results for the 
three types of Initial damage, l.e. the notch, rectangular cut-out 
and circular hole. In all cases, the presence of additional damage 
changes the nature of the stress distribution In the unbroken fibers. 
For the original Hedgepeth problem of a notched laminate the stresses 
decay as the square root of the distance from the notch tip; Including 
longitudinal or transverse damage significantly reduces the stress 
concentration and gives a much more uniform stress state In the un- 
broken fibers. It Is shown that this behavior cannot be accounted 
for by Introducing an effective notch length or crack tip damage zone 
with a square root behavior. 

The formulation of the problem for an edge notch In a uni- 
directional half plane with no additional damage is also developed 
and the appropriate equations are recorded but numerical results are 
not given. This solution forms the basis for the general problem of 
adjoining half-planes of different fiber-matrix properties now being 
developed by the writers. 
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INTRODUCTION 

A major portion of the wr1tet*s research over the past few years 
has concerned the development of suitable analytical techniques for 
predicting the stress state and fracture behavior of damaged composite 
laminates. Much of this work has dealt with approximate solutions 
based on discrete fiber-matrix material models with particular simpli- 
fying assumptions used to relate fiber and matrix stresses to fiber 
displacements. The resulting solutions are not complete solutions 
to the equations of elasticity for the two phase region and a sig- 
nificant portion of the study has been the Investigation of the 
agreement of the results with experimental data. 

In past reports and technical papers concerning this work 
specific models and results have been presented In each paper, but 
no unified report has been written. Rather than add one more paper 
covering only the work of the past year It was felt to be an appro- 
priate time In the development of these methods to review the basic 
assumptions and discuss the significance of the models and the results, 
both for the convenience of having a more complete record and to be 
able to make some Important observations concerning the nature of the 
different models, about which we have only recently become aware. 

The initial work in modeling a uni -directional comoosite contain- 
ing broken fibers was presented by Hedgepeth in (1] for broken fibers 
with no longitudinal or transverse damage other than the Initial notch. 
This work was extended by Hedgepeth and Van Dyke In [2] for the special 
case of one broken fiber with matrix yielding parallel to the fiber and 
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In [3] for one broken fiber with longitudinal splitting In the matrix. 

In all these studies the fiber breaks were assumed to lie on a transverse 
line and the shear-lag assumption was used. One very Important feature 
of the shear-lag model Is that It simplifies the equilibrium equations 
by removing the transverse displacement dependence from the longitudinal 
equation, and the *1ber stress and the matrix shear stress can be 
determined without solving the transverse equation. In reference [2] 
Hedgepeth and Van Dyke used the same model to develop the solution for 
broken fibers In a three-dimensional uni -directional composite con- 
taining broken fibers with no additional damage. A detailed discussion 
of similar material modeling techniques and some simplified solutions 
are presented by Zweben In [4] and [5]. Erlngen and Kim In [6] developed 
a modified solution for the original Hedgepeth problem, [1], by extend- 
ing the shear stress-displacement relation to Include fiber bending as 
well as axial displacements; no additional damage was accounted for In 
[6]. The stress-displacement relation assumed In [6] allows for better 
satisfaction of a stress free crack surface, l.e. the shear-lag 
assumption does not have sufficient freedom to remove the shear 
stresses from the crack surface. However, Erlngen 's model does couple 
the axial and transverse equilibrium equations and gives a somewhat 
more complicated set of differential -difference equations. The 
inclusion of matrix damage and transverse fiber breaks (notch extension) 
In Eringen's model appears to be much more difficult than in Hedgepeth's 
model and such modifications have not been attempted at this time. 

The Initial damage In all of the above studies consisted of 
broken fibers In the form of a notch (crack). Frankln In [7] and 
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Kulkaml et.al. In [8] Investigated the case of a circular cut-out 
containing no additional damage and found that the stress concen- 
trations in the unbroken fibers was changed very little over the 
corresponding solution for a notch. 

Goree and Gross In [9] extended the Hedgepeth solutions to 
include longitudinal matrix yielding and splitting for an arbitrary 
number of broken fibers and In [10] developed a solution using the 
Erlngen model of [6] for a three-dimensional uni -directional composite 
containing broken fibers but without matrix damage. The results of 
[9] gave very good agreement with experimental results for brittle 
matrix composite and reasonably good agreement for ductile matrix 
composites. The Inclusion of transverse stable notch extension to 
this model is shown below to make a very significant Improvement in 
the ability of the model to represent the behavior of a ductile 
matrix (boron/alumlnum) laminate. 

Over the past year solutions have been developed for the following 
problems: 

1. transverse notch extension 

2. constraint (or cover) layer 

3. strain hardening matrix 

4. rectangular (rather than slit) Initial damage region 

5. circular Initial damage region 

6. formulation of the edge crack problem. 

In the first section presented below the formulation of the original 
Hedgepeth problem [1] will be presented, using Fourier transform methods 
rather than the Influence function technique as used by Hedgepeth as 
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this Is the foundation for the remaining solutions. The next sections 
will then consider the development of the equations for respectively; 
longitudinal splitting and yielding of the matrix, transverse notch 
extension, constraint layer, strain-hardening matrix, rectangular 
damage region, circular damage region and the edge crack solution. 
Results and comparisons of the various models will then be presented. 
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A. Two-Dimensional SJwaMag Hodel with Broken fibers 

Consider a two-dimensional unl-dlrectlonal lamina containing 
broken fibers as shown In Figure (1). The development presented In 
this section will be for no additional damage other than the broken 
fibers. This solution was first presented by Hedgeoeth In [1] however, 
as It Is the fundamental solution on which all of the following models 
are based. It will be Included In this report for completeness. Further, 
the method of solution appropriate for the various extensions to this 
basic model Is somewhat different than that of Hedgepeth in Cl]* 1*«* 
Fourier transform techniques are used directly In the p; < esent work 
while Hedgepeth developed the solution by mtans of Influence functions. 
For no damage other than the Initial notch the two methods are equiva- 
lent However, for the extension to matrix yielding and splitting at the 
end of the notch containing more than one broken fiber, the Fourier 
transform method Is more direct. 

The formulation given below will also develop the solution for 
the matrix normal stress which Is not given In [1]. It should be 
noted that It Is e*ten attributed to the shear-lag solution that onl> 
shear stresses exist In the matrix. This need not be Imposod on the 
solution, although a fundamental property of the shear- lag assumptions 
Is that the differential -difference equations for axial and transverse 
fiber displacements uncouple such that the axial displacement can be 
found without solving the transverse equation. As the fiber stress 
and matrix shear stress are functions of the axial fiber displacement 
alone, these stresses can then be determined without knowing the 
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transverse displacements, Once the axial fiber dlsplacment Is known It 
Is a simple matter to solve the transverse equation for the transverse 
fiber displacement and compute the matrix normal stress between fibers. 

Following Hedgepeth [1], the laminate Is mocw.ed as a two- 
dimensional region, shown In Figure (1), having a single row of parallel, 
identical, equally spaced fibers, separated by matrix. The damage is 
taken to consist of an arbitrary number of broken fibers such that all 
breaks lie along the x-exls, but they need not form a continuous break 
(notch). Later In this section the equations corresponding to a notch 
will be dev 'oped. It Is this solution for a notch that Is extended 
In the remaining sections. In all cases It Is assumed that the fibers 
have a sufficiently higher elastic modulus In the axial direction than 
the matrix such that the fibers support all the axial stress In the 
laminate. Hie matrix supports transverse normal stresses and shear 
stresses. 

Admittedly, most unl-dlrectlonal composites consist of more than 
one lamina with all fibers In each lamina surely not perfectly aligned 
either through the thickness, or within each layer. These variations 
can have a considerable Influence on the stress state. For example In 
[11] and [12] It Is shown that the shear stress becomes larger as the 
fiber spacing decreases. Local failures may well occur at the critical 
points through the thickness In advance of laminate splitting which 
could give an apparent shear stiffness considerably different from that 
for the matrix alone. It Is assumed that such variations can be 
accounted for by an appropriate choice of a matrix shear modulus 
and a shear transfer distance h. It Is with this In nnnd that the 
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following development will be concerned with an equivalent lamina 
where and h are to be determined experimentally for any particular 
laminate. The following fundamental assumptions regarding the stress- 
displacement relations are made: 

1. The axial fiber stress, <Jpj n » In fiber n Is given by 

dv_ 

°f|„ ' e f W • 

where Ef Is the Young's modulus of the fiber and v n Is the axial 
displacement of fiber n. 

2. The shear stress in the matrix, Tj n+ ^ , between fibers n and 
n+1 Is given by 

t !n+l *T ( Vl- v n) • 

where G^h Is the equivalent shear stiffness of the matrix and 
v n Is the axial displacement of fiber n. This relation is the 
basic shear-lag assumption. 

3. The transverse matrix stress, * between fibers n and n+1 

is given by 

E M 

°M| n +l s TT (u n+l" u J » 

where E^h is the equivalent matrix transverse stiffness and u n 
is the transverse displacement of fiber n. 

4. Consistent with the above assumptions it then follows that the 
stress state on a transverse plcne is constant between fibers. 
With these definitions and assumptions, the equilibrium equations 

for a typical element as indicated In Figure (2) are as follows: 




= 0 . 


(A.l ) 
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’mU-H,* ?ay{ T Li tt l 1) }* 0 


(A.2) 


Substituting from the above stress-displacement relations the 
following pair of differential -difference equations are obtained: 


e fV 


♦ Vr 2 *n*Vi *« 


(A. 3) 


T {vi ' 2u n * u n-l} + T dy (vi ' Vl) ■ « • (A ' 4 > 

As mentioned above, the equilibrium equation in the axial direction, 
equation (A. 3), is seen to be independent of the transverse displace- 
ment and can be solved without solving equation (A. 4). Hedgepeth [1] 
does not consider this transverse equation but develops a solution to 
the axial equation (A. 3) only. We now proceed to develop a solution 
to equation (A. 3) and, with this solution determined it will then give 
the solution to equation (A. 4) for the transverse fiber displacements. 

Noting the coefficient of the first term in equation (A. 3), the 
following changes in the variables are suggested: 


, w 

'IT' ‘ 

dv n 

°F| n S °» 5 f!n S E F W 


(A. 5) 


n " * 

where n ,5c| * V_ are non-dimensional. Equation (A. 3) then becomes 

r In n 

independent of all material properties as 


+ V n+r 2V n + V n-1 *° 
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This differential -difference equation can be reduced to a differential 
equation by defining a new function V(n,e) such that the normalized 
displacement V n (n) Is the Fourier coefficient In a Fourier series ex- 
pansion. That Is, 

V(n,e) - z V n (n)e‘ ine , and (A.7) 

n= - <*> 

as the displacements are continuous functions of n,this representation 
Is necessarily valid and can be Inverted to yield 

V n (n) = Jj-/ V(n,e)e ine de . (A.8) 

-IT 

Substitution for V n (n) In terms of V(n,e) in equation (A.6) re- 
sults in 

2" v 

^ /ir (d7 " 2[1 ' cos(0)] } e1ne de s 0 * (a.9) 

This equation is of the form 


1 IT 

2 ^- / F(n,e)e de = 0 , for all n and n. 

The function F(n,e) is continuous in e and therefore, if the integral 
is to vanish for all n the function F(n,e) must be zero. The equation 
specifying V(n,e) is then 



6 2 V = 0 , 


(A. 10) 


where 

6 2 » 2F1 -cos(e)] * 4 sin 2 (e/2) . 

The solution to the problem of vanishing stresses and displace- 

< 

ments at infinity and uniform compression on the ends of the broken j 

fibers will now be sought. The complete solution is obtained by adding 
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the trivial results corresponding to uniform axial stress and no broken 
fibers to the following solution. 

The boundary conditions are* 


V n (n) * 0 as n * , 

(A. 11) 

for all fibers. 


dV (n) . 

“35 * °f|n * * ’ • "*° • 

(A.12) 

for broken fibers, and 


V n (n) * 0 , at n * 0 , 

(A. 13) 


for unbroken fibers. 

Equation (A. 10) has the complete solution satisfying vanishing 
stresses and displacements remote from the damage as 

V(n.e) » A(e)e^ n , (A.14) 

where the function A(e) must be determined from the remaining boundary 
conditions. 

Using equations (A. 8) and (A.14) the displacement Is given by 
v n (n) » ^ / A(e)e" <Sn e i, * e de . (A.15) 

•IT 

Noting the form of the above Integral for n * 0, the boundary condi- 
tion of no displacement for the unbroken fibers, equation (A. 13) Is 
Identically satisfied by taking 

A(e) * I B.e' Ue , (A.16) 

i 1 

with i being the Index of each broken fiber and the B £ are constants. 

One then has precisely the number of constants B £ as broken fibers. 

These constants B £ are determined from the remaining boundary condition, 
equation (A. 12), of a unit compressive stress on the broken fibers at 
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n « 0. Substituting equation (A. 16) Into (A. IS)* equation (A.12) then 
gives, at n * 0 , 


J- / E B. 6e“ Ue e 1ne de « 1 ; $ » 2 s1n(e/2) (A.17) 

" -ir 1 1 

for i and n corresponding to all broken fiber Indices. This equation 
then gives a system of linear algebraic equations for the unknowns 
and the solution Is complete. If the broken fibers are symnetrlc about 
the zero fiber, and therefore form a notch, the above equations are con- 
siderably simplified. Let the center fiber be located by the Index n*0, 
then equation (A.7) may be written as a cosine series as 


. V (n) « 

V(n.e) * -V- + E 
i n=l 


V n (n)cos(ne) , 


from which 


(A. 18) 


V n (n) * - / V(n,e)cos(ne)de , (A.19) 

n ir 0 

where, as in equation (A. 14), V(n,e) a A(e)e" (Sn . 

Equation (A.16) Is a cosine series for this symmetric case and Is given 
by n 

A(e) * E B. cos Ue) , (A. 20) 

i»0 1 

where N Is the Index of the last broken fiber. One then has N+l un- 
known constants B £ with the solution given by satisfying the boundary 
condition of uniform stress on the broken fibers at n * 0, equation 
(A.12). This gives 

2 N u 

— e B . f 6 cosUe)cos(ne)de * 1 , n » 0,1,...,N (A. 21) 

11 *»0 1 o 

where, as before, recall that 6 = 2 sin(e/2). For example. If N*0 
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which corresponds to one broken fiber, equation (A. 21) gives B Q directly 
as 

B 0 » */[2 / 2 s1n(e/2)de] » J • A(e) . (A.22) 

The maximum fiber stress In the first unbroken fiber Is at n*0 
and Is given by 


OpL(0) dV,(0) 4 ^ 1 

-LJ — « —J- — « 7 / -6 A(e)cos(e)de • * , 


or. for a unit stress at Infinity and an unloaded free end of the broken 
fiber 


5 F 1 1 + 


F 1 1 


,( 0 ) 


* 1 + 


1 - 4 

I " J * 


The normalized crack opening displacement Is given by equation (A.19) as 
2V 0 (°) « J • 

For the general case of 2N + 1 broken fibers, and with the axial 
fiber displacement now known, the transverse fiber displacement u n (n) 
may be determined from equation (A. 4). For the specific case of a 
synmetrlc number of broken fibers In which the axial displacement Is 
given by an even valued transform, equation (A.19), the transverse 
displacement will be odd valued and Is given by 


U(n,e) a z U n (n)s1n(ne), and 


n«l 


(A. 23) 


a | / U(n,e)s1n(ne)de , 
n it q 


where. 


V") 0 


“n 1 ” 1 


1 


E F G H t 


Aph 


(A. 24) 
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Substituting this representation Into the normalized form of equation 
(A.4), the resulting transverse displacement Is then given by 


* - \ t ^ ,, T ( -W « • (A - 25 > 

In the following sections the above solution for a symmetric notch 
will be modified to account for the various damage models. 
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B. Two-Dimensional Shear-lag Model with Broken Fibers and 

Congltudlnal Matrix Splitting and Yielding 

The solution developed In section A will now be extended to In- 
clude longitudinal splitting and yielding of the matrix as shown In 
Figure (3). This solution along with extensive results Is given In [9]. 
All the previous assumptions are assumed valid and It Is only necessary 
to account for the additional damage region parallel to the fibers. It 
is assumed that splitting and yielding of the matrix Initiates at the 
notch tip and progresses longitudinally between the last broken fiber 
and the first unbroken fiber as shown In Figure (3). The matrix ma- 
terial Is assumed to be elastlc-perfectly plastic. 

The same free-body diagram of section A, shown In Figure (2) Is 
considered with additional conditions for the last broken fiber, denoted 
by n*N, and y <_ L, to account for the longitudinal damage taken as 

x I s -T<y-t > (B.l) 

'N+l 

where 

<y-A > » 1 , y>i , 

<y-A> * 0 , y < A , and (B.2) 

L equals the total damaged length, a the solit length, and ? Q the matrix 
yield stress. Yielding Is assumed to occur when the matrix shear strain 
reaches the yield strain, y 0 * Splitting occurs at a multiple of y 0 as 
given by the particular matrix material. 

The equilibrium equations In the longitudinal and transverse 
directions respectively for all fibers n, with the exception of N and 
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A F do Fln 



and 


T “3y + T |n+1 " T |n * 0 * 
a M|n+l '"Hin * ? ^ { T tn+1 + T („ } 


• 0 . 


(B.3) 


(B.4) 


For fiber N,y <_ L, t n+1 * - x Q <y-t> , and the equilibrium equations are 


A f do F 


x 0 <y-t > 


t| M 8 0 , 


and 


°m|n+i ' a M|h + ?37{- V*- A>+ t |n} 3 0 


(B.5) 


(B.6) 


For fiber N + 1 , y ± L, x N+1 * -x Q <y-t> , and the equilibrium equations 


are 


and 


A r ^fIn+i 

t ay 


+ T W + T o <y ’ t>m 0 * 


(B.7) 


a M | N+2 * °m|n+ 1 + 7^{ T |N+2" T o <y " t> } 30 * (B ’ 8) 

Substituting the stress-displacement relations Into the equilibrium 
equations the following pairs of equations are obtained. 

For all fibers except N and N + 1 when y <_ L , 


and 


¥^{vr‘VV,}*° • «■« 

r { u n+l • 2u n *Vl} + T Zy { v n+1 ‘ v n-l } * 0 • 


E ! 

TT 


For fiber N,y £ L , 
W d 2 v N 


+ v N-r v N -^j’o <*-*> *° • 


A' 


(B.11) 
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and 

T(vr^ +u H.i} + 7i(rh* v H.i 1 * t o <y * 4> } * °* (B - 12) 

For fiber N + 1, y < L. 


EpAph d hr 

ujjt — V2 * v n+i <y ~ 4> * 0 . 


(B.13) 


and 


T { u N+2 * 2u N+l + u n} + ? 3y ( T [v N+2 * V N+1 ] * T o < y “* >} *°‘ (B * 14) 


Again, the axial equilibrium equation Is Independent of the trans- 
verse displacement, u n . 

The three equilibrium equations In the longitudinal direction are 


then: 


for all fibers, except N and N+l when y < L , 
EJVph d 2 v 

T7 %.-W,-o. 

for fiber N, y < L 

EJV F h d 2 v N h 

^r + vr v N - ^ T o <y - A> *° » 

and for fiber N+l, y <1 


EpAph d v N+1 


+ v N+2 * V N+1 + 5^ T o <y ' A> * 0 


(B.15) 


(B.16) 


(B.17) 


"V dy 

The same change In variables as before will be used, with the following 
additional terms: 


0 « 


p* 


EPa T o 
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. , . . dV n . »o PF *. 

•Hn T ^5^ V • 



(B.18) 






where n , 3 n , V n , t q , o and 6 are non-dimensional . 

In these equations E p , Ap , t, l and i are taken as actual fiber 
modulus, fiber cross-sectional area, lamina thickness and damage dimen- 
sions respectively. The quantities t q and G^/h are equivalent yield 
stress and lamina stiffness respectively and are to be determined 
experimentally. The yield stress, t q , should be reasonably close to 
the matrix yield stress obtained from a test using matrix material 
alone as long as the damage occurs In the matrix rather than along 
the Interface or within the fiber. The quantity G^/h Is felt to be 
less well defined as discussed. 

The resulting non-dimensional equations are: 

For all fibers, except N and N + l when n < a , 


d 2 V. 


dn 


♦ Vi- 2 VVi *0 


for fiber N, n < a 


(B.19) 



- V»h-i 


t q < n-fl > 


0 , 


(B.20) 


* 


and for fiber N + l, n < a 
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A 

8<i 


N+l 


T" Vl * V2 + '« <n - s> ‘ 0 • 


( 8 . 21 ) 


Defining a new unknown function f(n) such that 

f(n) ■ V N - V N+ | - f Q < n-6 > If n < a „ 


(B.22) 


and 


f(n) « 0 . 


n > a 


with g(n) * Vj^-V^ for the same range of n values* the above three 
equations then become : 


d 2 V. 


f + Vi-*VVi*« • 


dn 


d 2 V 

*j^r + V N+1 ' 2 V V N-1 * * f(n) * 


(8.23) 


(B.24) 


and 


d V, 


N+l 


dn 




(8.28) 


These differential 'difference equations may be reduced to dlfferen- 


tlal equations by Introducing the even valued transform as 


V(n.e)*^+ t V (n)cos(ne) , 
2 n«l n 


from which 


V_(n) * \ /* V(n,e)cos(ne)de . 


(B.26) 


(B.27) 


and the three equations become; 


“• / • 2£1 -cos(e)]vJ cos(ne)da * 0 


(B.28) 


for all fibers, except N and N ♦ 1 when d <a , 


A 
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1 /*( ^ . 2[1 - cos(e)]vl cos(ne)de • - f(„) , (B.29) 

n o Un z J 

fiber N, ni a, and 

f 2 ~ \ 

~ f { ~ ~ y - 2[1 • cos(e)}V > cos(na)d6 * f(n) , (B.30) 

* o Vdn z j 

fiber N + 1, n < a. Making use of the orthogonality of the circular func- 
tions these three equations may be written as one equation, valid for 
all values of n and n . as follows: 

T - 2D -cos(9)]v) cos(ne)de 

* o UiT J 

■ - <a-n>/ ir f(n)(cos£(N + l)e] -cos(He)) cos(ne)de . (B.31) 

T o 

This equation Is of the form 

A ^ 

— / F(n,e)cos(ne)de ■ 0 - for all n and n (B.32) 

* o 

and noting the definition of V(n.d) In equations (B.26) and (B.27) It 
Is seen that the function F(n.d) Is even valued In e and therefore. If 
the Integral Is to vanish for all n, the function F(n.e) must be zero. 

The single equation specifying V(n,e) Is then 



— — «(■ - 6 2 V * - < o-n > D 2 f ( n) 
dn z 

(B.33) 

where 

a 2 ■ 2[1 -cos(e)] • 4 s1n 2 (e/2) , 

(B.34) 

and 

0 2 • cos(Ne) -cos[(N + l)e] . 

(B.35) 


It Is very significant that the Irregular boundary condition, 
equation (B.l), of specified stress over a finite length, not coincident 
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with either coordinate axis can be accounted for exactly and that the 
problem reduces to one differential equation which must satisfy boundary 
conditions along the coordinate axes only. The ability to do so strongly 
depends on the form of the failure criterion. A condition In which both 
normal and shear stresses were Included generally would couple the axial 
and transverse equilibrium equations and yield a far more complicated 
set of differential equations. 

The solution to the problem of vanishing stresses and displace* 
ments at Infinity and uniform compression on the ends of the broken 
fibers will now be sought. The complete solution Is obtained by adding 
the results corresponding to uniform axial stress and no broken fibers 
to the following solution. 

The boundary conditions are then 

V n * 0 as n t (B.36) 

for all fibers. 

dV n - 

* °pj n * • 1* for n * 0 , (B.37) 

for broken fibers, and 

V n * 0 , for n * 0 , (B.38) 

for unbroken fibers. 

Using a technique such as variation of parameters to determine a 
particular solution to equation (B.33). the complete solution satisfying 
stresses and displacements at Infinity Is 

2 

V(n.e) « A(e)e" in + < a -n >Ainh[a(n-t)]f{t)dt (B.39) 

n 

where the unknown functions are A(e) and f(t). The remaining two boundary 
conditions give 


d V°> 


^ 6A(e) ♦ 0*/ cosh(6t)f(t)dtj cos(ne)de * - 1 

(B.40) 


for all broken fibers* and 


V n(0)*7^{ A (»)- X /s1nh(6t)f(t)dtj cos(ne)de*0 (B.41) 
for all unbroken fibers. Equation (B.41) Is solved exactly by taking 
n 2 a N 

A( 6 ) - f Slnh(5t)f(t)dt * I B_ cos(me) (B.42) 

6 o m«0 m 

where the B m are constants. Equation (B.40) then gives a system of N+l 
algebraic equations for the N+1 constants B m In terms of f(n) which 
Is* as yet* unknown. For the case of no damage the problem Is then 
exactly the same as section A of the present report. 

For matrix damage, a f 0, equation (B.40) must be supplemented by 
the condition that 

f(n) * g(n) - < n-8 > » n <, a 

* ” ^N+l ” *o < ^“^ > * (B.43) 

and recall from equation (B.22) that f(a) * 0 and therefore 

g(o) = t q . (B.44) 

The constants B m and the function g(n) are then specified by 
requiring that equations (B.40), (B.43) and (B.44) be satisfied. Using 
equation (B.39) and after considerable algebraic manipulation, the 
displacement of any fiber for all values of n is 
2 N 

V* £ / e _<5n z cos(me)cos(ne)de 
n * o m=Q 

+ 2 -A(t){C n (|t-n|) -C n (t+n))dt , 


(B.45) 
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where 

C n (0 * | /* e“ 6c cos(ne)de . 


Equation (B.40) then becomes 


-/(■dr B cos(me) +D 2 / a e“ <st g(t)dt-D 2 t /“e’^dt 
n o V m»0 m o 0 6 


x cos(ne)de * - 1, n = 0,l,...,N (B.46) 


and equation (B.43) along with (B.45) gives, for n £ a , 


g(n) 


V N- 


'N+l 


2 11 - 

7/ e 
11 0 


6n 


m*0 


B m cos(me){cos(Ne) 


cos[(N + l)e]}de 


+ j / g( t) I t-n| ) - C^(t+n) - C^-j ( I t*n| dt 

- -jr / a |c N (|t-n|) - C N (t+n) -C N+1 (|t-n|) +C N+1 (t+n)j dt . 

(B.47) 


The condition that 

9(a) * x 0 (B.48) 

also must be satisfied. 

Physically, It would be more direct to specify the applied stress 
a w and the number of broken fibers, N, and determine the damage zone 
a and 8 depending on given yielding and splitting conditions. As a and 6 
appear In the limits of the above Integrals this is not convenient 
mathematically and it is easier to specify the number of broken fibers, N, 
and the damage zone a and 0, and compute the required applied stress o m . 

These equations were solved as follows: 
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(I) An Initial set of constants B m was determined for the problem 

of no damage, a * 6 ■ 0 In equation (B.46), l.e. 

N IT 

t B m - / 6 cos(me)cos(ne)de * 1 , n*0,l,...,N . (B.49) 

m«0 m * o 

(II) These Initial constants were then substituted Into the Integral 
equation (B.47) and, along with equation (B.48), the function 
g(n) and T Q were determined using the desired values for a and 8. 

(Ill) Using g(n) and t q , a new set of constants, B m ,was computed from 
equation (B.46) with the desired values of a and 8 . 

(IV) This procedure was repeated until the unknowns changed less 
than a prescribed amount with additional Iterations. 

In the above solution the unknown function, g(n), was assumed to 
be piece-wise linear over the interval 0 < n < a of the form 

9 (n) * Yq + y-j n , i = l*2,...,k 

when the Interval was divided into k equal subdivisions. The function 
g(n) then contained 2k unknowns with one additional unknown being t 0 . 

As g(n) Is the displacement difference it should be a positive, mono- 
tonically decreasing function and its representation as a piece-wise 
linear function should be sufficiently accurate. The ( k+1) equations 
were obtained by requiring that the integral equation, equation (B.47), 
be satisfied at the (k + 1) end points, (k-1) equations resulted from the 
requirement of continuity of the function g(n) between adjacent intervals 
and the last equation was given by g(a) « t q . 

With the longitudinal displacement v n now known the transverse 
displacement u p Is obtained by solving equations (B.4), (B.6) and (B.8). 
This solution Is recorded below for completeness. 




A 
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u n " / s1n (e) al'lnj {s1n(Ne) + s1n[(N + l)e]\ ♦ 

' / (B.50) 

The matrix normal stress, o m | r , is related to the transverse displace- 
ment, u n , through the stress-displacement relations discussed In sec- 
tion A. Knowing u n from equation (B.50) the matrix normal stress can 
be computed for all values of n and n. 

In the next section this solution Is modified to account for 
transverse damage. 
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C. Two-Dimensional Shear-Lag Model with Broken Fibers, Longitudinal 
Matrix Splitting and Yielding and Transverse Matrix and Fiber 
ftamaoe 

A certain amount of stable transverse extension of the Initial 
notch under Increasing applied loads has been observed In tests on 
unl-dlrectlonal and cross-ply composite laminates [13]. In case of 
single-ply and multi-ply unl-dlrectlonal laminate this occurs In the 
form of breakage of an arbitrary number of fibers ahead of the Initial 
notch tip sometimes accompanied by fracturing of the matrix and more 
often without any matrix fracture [14]. In the later case the damage 
may be observed with x-ray or by etching away the matrix. The matrix 
material undergoes extensive longitudinal yielding In both the cases. 
This behavior appears to be strongly dependent on the laminate thick- 
ness; a detailed Investigation Into this question is currently underway 
by the present writers. The breakage of fibers is found to not be 
confined to a straight line in the transverse direction, that Is, all 
fibers do not break along the x-axis even though the initial notch 
Is oriented along the x-axis. This creates a zone ahead of the 
notch tip in which fibers do not possess their original stiffness and 
hence results in a reduced axial load carrying capacity of these 
fibers. If all the fiber breaks are not along the same line this 
reduction will not be as drastic as for rectilinear extension and 
thus the damage zone will support considerably more load than that 
of a matrix region alone. 

In order to account for this behavior, an idealized model having 
transverse damage ahead of the initial notch in addition to the longi- 
tudinal matrix damage considered in section B is now developed. 


A 




*M9WK 
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Ls 

This 1$ shown In Figure 14). It Is mathematically un tractable to 

' \ 

account for the distribution of breakage of fibers occurring at 
points other than those on the x-axIs; the model then assumes all [, 

breaks to occur on the x-axIs and accounts for the stiffness by 
assuming these fibers to carry a reduced load as described below. h 

The transverse damage consists of an arbitrary number of broken fibers . ^ 

which are constrained by the adjoining matrix and/or by the unbroken 
fibers through the thickness. These fibers In the transverse damage 
zone will be referred to as constrained fibers. The extent of con* 
stralnt Is represented by a stiffness coefficient y and Is assumed 
to be constant for all the constrained fibers. The stiffness coeffi- 
cient y , Is given by 

* stress In the constrained fiber 
Y stress In the first unbroken fiber * 

Longitudinal damage, yielding and splitting. Is assumed to occur at 
the end of the original notch as in section A. 

With reference to Figure (4), n*0,1,...,N corresponds to broken 
fibers In the initial notch region, n = N + l, N+2,...,M corresponds to 
constrained fibers In the transverse damage zone and n = M+l, M+2,...,» 
corresponds to unbroken fibers. By comparing Figures (2) and (4), It 
may be observed that the only difference between this model and the 
one considered In section B Is In the boundary conditions along the 
x-axIs. These boundary conditions are given in Figure (5). The 
governing differential -difference equations and also the final equa- 
tion specifying 7(n,d) will be the same as those of section B. Starting 
from the differential equation derived In section B, the solution Is 
obtained using the appropriate boundary conditions following the pro- 
cedure described In section B. 


L 

L 

I. 

I 
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The governing differential equation Is given by 
2~ 

il . 6 2 V « - <0 -6> 0 2 f(n) , (C.1) 

dn* 

where, all the quantities have the same meaning as In section 8. With 
reference to Figure (5). the boundary conditions* after normalization 
are given as follows: 

(1) As V n » 0 for all fibers. (C.2) 

dV„ 

(11) At n » 0 = 5p| n = - 1 for broken fibers, (C.3) 

and 

dV 

Hn" * ®F| n 8 " 1 + Y ^f|m+ 1 for brolcen Fibers, (C.4) 

where, 5 C I . Is the normalized stress In the first unbroken fiber at 
f IhN-l 

n*0 and y is the stiffness coefficient defined earlier. 

(Ill) At n * 0 V n * 0 for unbroken fibers. (C.5) 

As In section B, the complete solution to equation (C.l) satisfying 
vanishing stresses and displacements at infinity Is given by 

2 

V(n.fl) * A(e)e' 6n + ~ <a-6 > / a s1nh[6(n-t)]f(t)dt , (C.6) 

0 n 

where the unknown functions are A(e) and f(t). The remaining two bound- 
ary conditions give 

dV " (0) ,2 V o y 

d"n 3 t o {-«A(e)+0 2 /° cosh(«t)f(t)dtJcos(ne)de*-l 

n*N + l,...,N, (C.7) 

dV (0) 91 i C 9 ci ^ 

— gg— » j ; |-<5A(e) +D / cosh(5t)f(t)dt| cos(ne)de«-l + v ? F ! M+1 

n * N + 1 , . . . ,Mi (C.8) 


I 

1. 
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and 

2 N 

v n (0) * | /[a( 0 ) - Alnh(6t)f(t)J cos(ne)de « 0 

n*H+l, M + 2,...,* . (C.9) 

Equation (C.9) Is solved exactly by taking 

2 M 

A(e) - ~ /°sinh(6t)f(t)dt * r B cos (me) (C.10) 

d o m»0 

where the B„ are constants. The stress In the first Intact fiber, 

ID 

5 fLi is 9,,en by 


— - * £ /* / -<5A( e ) + 0^/ Q cosh(*t}fu)dt j cos[(M+l)e] 

* - 1 + 5 C | . (C.ll) 

p lH+l 

Using equations (C.10) and (C.ll) In equations (C.7) and (C.8), A(e) 
and may be ellmated resulting in M+l algebraic equations for 

M + l constants B ffl In terms of f(n) which Is, as yet, unknown. For 
longitudinal matrix damage, equations (C.7) and (C.8) must be supple- 
mented by the conditions that 


f ( n) 3 g( n) - * 0 < n-e > » n < o , (C.12) 

and 

g(a) « . (C.13) 

From equations (C.6) and (C.10), A(e) may be eliminated to obtain 
V(n*e) In terms of constants B m and unknown function f(t). Recalling 
the relation between V(n«e) and V n (n), an expression can be obtained 
for the axial fiber displacement V n (n) as 

M 

V„(n) 3 - /e n z B_ cos(me)cos(ne)de 
n * o m»0 ra 

+ ^/ a f(t){C n (|t-nl)-C n (t+n)}dt , (C.14) 
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where 

2 

C (c) * 7 /* 7 -e" {? cos(ne)de . (C.15) 

n « 0 0 

Equations (C.7) and (C. 8 ) then become 


and 


f /{-6 B m cos(me) + 0 2 /°e‘ 6t g(t)dt-0 2 T o / a e" fit dtj X 

cos(ne)de = - 1 n * 0,1,..., N, (C.16) 



- 6 i B_ cos(me) + D 2 /e" 4 * 
[ m »0 m o 

{cos(ne) -y cos[vM + l)e]}de a 


g(t)dt - x D 2 / e‘ 4t 
° 6 

- 1 + Y n*N+l,..., 


dt 


X 


M.(C.17) 


Equation (C. 12) along with equation (C.14) gives 

M 

s(n) * 7 /e’ fin e B cos(iP.e){cos(ne) - cos[(N+l)e]}de 


m=0 


^ jr 7 git) ! t-nl ) - C^(t+n) - ( I t~n| ) + (t+n)^ dt 

- ^ f { C N ( I t_ni ) ’ C N ( t+n ^ * <Wl ( I t-nj ) + C N+1 ( t+n)} dt. (C.18) 


The condition that 

9l«) * x Q (C. 19) 

must also be satisfied. 

Equations (C.16) to (C.19) are of the same form as those obtained 
In section B for g(n) and the constants B m , however they now contain 
the additional parameters M and y * The procedure to obtain displace- 
ments and stresses Is the same as before. For boron/alumlnum laminate 
the size of the damage zone (M-N) was found to be approximately constant 
for all Initial notch lengths (N). The coefficient y decreased with an 
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Increase In the Initial notch length. The results are discussed below 
where It Is shown that table transverse notch extension Is possible, 
with the extension becoming unstable In a boron/alumlnum laminate at 
about seven damaged fibers. 


wasnai 


A constraint layer Is added parallel to the main lamina of the 
problem considered In Section B, providing additional shear stiffness. 
The constraint layer Is an attempt to account for either the misalign- 
ment of fibers In a multi-ply unidirectional laminate, or the presence 
of a non-zero ply In the composite laminate. The extent of the above 
effects may be represented by the amount of constraint the layer In- 
troduces, defined In Figure (6) as the constraint ratio. The constraint 
ratio may be varied by varying the constraint layer parameters. However, 
In the present Investigation no explicit relationship between the con- 
straint ratio and constraint layer parameters Is considered. Displace- 
ment-stress relations similar to those In section B are assumed so as 
to obtain decoupling of the equilibrium equations. Only fiber stresses 
and matrix shear stresses will be developed In the present study. The 
equilibrium equations in the transverse direction are more difficult 
than those In the previous models due to the presence of the constraint 
layer and will be considered at a later time. 

A free-body diagram of an element consisting of the main lamina 
and the constraint layer Is shown In Figure (6). With reference to the 
free-body diagram, the equilibrium equations In the axial directions are 
given below. For all fibers n, with the exception of N and N+1 when 
y <, L the equilibrium equation Is 


a F do Fln . 


- t| * 0 . 
n+1 n 


( 0 . 1 ) 


For fiber N and N+1, y<.L, xl * - t Q <y-i> and the equilibrium equa- 

•N+l 

tions are 
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tFt/* vfv, ’ T 'l(J^-‘ °* (0-2) 


and 


♦ i. «y-i» + ft' I -,| )fc.O 

1 dy *N+2 0 l W 'H+lJ 4 


(0.3) 


The fol lowing stress-displacement relations are Introduced In equations 
(0.1) through (0.3) as before: 

Or L ■ Ei 


Fin ' *F W 


T | n+1 *T (v n+1 * v n>’ and 


(0.4) 


T '|n+1 * K r( Vl‘ v n ) ‘ 

The equations (0.1) through (0.3) then become 

G'f 


*F*F . S 


dy‘ 


♦T<Vl* 2 Wl* + W ( Vl‘ 2 V Vl > * 0 <°- 5 > 


for all fibers, except N and N+1 when y <, L , 

ApEp d Vu Gy fi't' 

“T^—y ’ T o <ymt> * T (v N* v N-l )+ W (v N+l • 2 v N +v N-1 ) * 0 

dy 

(0.6) 


for fiber N when y < L, and 

2 

A C E C d Vtiii Gu • 

t S * T o «y-»» ♦■rlVz’Vi) + W(V2- 2 , h.i* , h , "° 
dy 

(0.7) 

for fiber N+1 when y <, L . 

4( L 

By defining C R * p- “constraint ratio, and rearranging terms, 

equations (0.5) through (0.7) may be rewritten as 
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A-EJi d 2 v. 

T^- -jf ■ ♦ o ♦ V(Vi • J, « * Vi> * 0 • < D - e > 


W 

V 


and 


d v 


* u + c r )(v n+i * 2v n + * sjj T o <y * 1 > * %r v n * 

(0,9) 


ApEph d 2 v |H1 


“5F 


+ 0 + c r)(V2* 2 Vi + V 


V H ’ V N+1 


4 T o 


<y-i > 


(0.10) 

The same change of variables as In Section B will be used In order to 

normalize the quantities In the equilibrium equations. The resulting 

non-dimensional equilibrium equations are: 

for all fibers, except N and N+l when n <. a , 
d 2 V 

T 7 +0 SllVr". *V|) * 0 - < D -'» 

dn 


for fiber N, when n < a 


d 2 V. 


dn 


+ (1 + C r )(V n+1 - 2 V r + V R _j) * - V R + x 0 < n-6 >, (0.12) 


and for fiber N+l, n < a 

— SiU o + c R >(v N+2 - 2v n+1 + v N ) • - -vj- v**>- (°- ,3 > 

dn 

Oeflnlng a new function f(n) such that 

f(n) * V R - - T 0 <n-tJ> If n < a , (0.14) 

and f(n) « 0 If n l a ' (0.15) 

with g(n) ■ V R - , for the same range of n values, the above three 

equations then become: 
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d z v 

-J- ♦ ♦ v<vi - Vi> - 0 • 

(D.16) 

d 2 V 

~f + <1 *2 » n ♦ V H ., >*-«»>. 

dn 

(0.17) 

and 


d 2 V 

dn 2 + ^ + C R^ V N+2 " 2 Vl * V N^ * 

(0.18) 

These differential -difference equations may be reduced to dlfferen- 

tlal equations by Introducing a new function 7(n,e) defined 
section B, so that, V n (n) Is given by 

as In 

V_(n) * 7 / V(n.e) cos(na)de . 

U " Q 

(0.19) 

After substituting for V fl (n) from equation (0.19) the above 
tlons become respectively, 

three equa- 

2 *f d2 * O 

^ / ( — g - 2(1 + C R )[1 - cos(e)]V > cos(ne)de ■ 0 , 

o v dn 6 ) 

(0.20) 

| /{j-y- 2(1+C R )[1 -cos{e)Jvjcos(N6)de » - f(n) , 

(0.21) 


and 


“/ ( • 2(1 + C R )[1 -cos(e)]vl cos[(N+l)n]d » f( n ) . (D.22) 

o v dn y 

Making use of the orthogonality of the circular functions these 
three equations may be written as one equation, valid for all values of 
n and n as follows: 

2 * 

| /{j-jr * 2(1 + C R )[1 -cos(e)]vjcos(ne)de 

«|-<a-n>.' f(n){cos[(N+l)s] - cos(Ne) } cos(ne)de . (0.23) 


This equation Is of the form 


2 / 

:r J F(n» 0 )cos(ne)de * 0 , for all n and n . 

Since F(n,o) Is even valued In e, If the Integral Is to vanish for all 
n the function, F(n,0) must be zero. The single equation specifying 
V(n,6) Is then given by. 


2 " 

_ <s z y a _ < a -n > D 2 f(n) , 
dn z 


(D.24) 


6 2 * 2(1+C r )[1 -cos(e)]= C2/rn^sin(e/2)] 2 , (D.25) 

and 

0 2 * cos(Ne) -cos[(N+l)e] . (D.26) 

The equation (D.24) is exactly of the same form as the correspond- 
ing differential equation, equation (B.33) of section B, the only dif- 
ference being in the definition of «5. Consequently, the expression 
for V n (n), the algebraic equations for the constant B m and the integral 
equation are the same as in section B. They are reproduced here for 
completeness. 

The displacement of any fiber for all values of n is 

V„(n) 3 r / e " 611 z B_ cos(me)cos(ne)d0 
n u o m=0 m 

+ 2-/ a f ( t)(Cn(l t -n| ) - c n (t+n , } dt , (D.27) 

where 

2 

C n U) 3 | / ^-e* 6? cos(ne)de . 

The albebraic equations for the constants B m are given by 


i /(. S ? « cos be) ♦ 0 2 /V*S)(t)<lt - o 2 ; 0 /V“ dt) s 

* o l hpO m o 0 

cos(ne)dt * - 1 * n a 0»1»...»N . (0*28) 

The function g(n) is given by the Integral equation 

g(n) a - /e“ 6n £ B m cos(me)D 2 de 
* o 

+ \ A(t) |c N ( I t-n ! )-C N (t+n) -C N+1 ( 1 t-n | )+C N+1 ( t+n)j dt 

- i-; a (c N (|t-n|) -C N (t+n) -C^Cjt-nD+C^tt+niJdt. (D.29) 

The condition that 
9 («) * , 

must also be satisfied. 

The numerical technique described in section B is employed to 
obtain the solution to the above equations. 
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E. Two-Dimensional Shear-Lag Model with Broken Fibers, Longitudinal 
Matrix Splitting, and Yielding with an Elastic, Linearly strain 
Hardening Matrix Mater fa TT 


In section B longitudinal matrix splitting and yielding was con- 
sidered, with the matrix material being elastic-perfectly plastic. In 
this section a bilinear stress-strain behavior for the matrix material 
is assumed, as shown in the figure below. 



Bi -linear stress-strain relationship 

A free-body diagram for a typical element is given in Figure (2) 
with the special condition for the last broken fiber, N now given by 

tl , * [G*r Nt , - (^m * G *) v 0 J <y-*> . (£.1) 

1 N+l 

where the negative sign is taken to account for negative shear strain, 
so that the absolute value of y Q is specified. 

The equilibrium equations In the longitudinal and transverse 
directions respectively for all fibers n, with the exception of N 
and N+1 when y <_ L, are 
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tl d °Fln . . 

T |n+1 + T |n * 0 • 

and 

ct M | n+1 ’ °h| n + ? 3y < T |n+l + T |n } * 0 * (E.2) 

For fiber N, y <_ l the equilibrium equations are 




tG * Y N+i ‘ (^|-6*)y 0 3 <y-*> 


and 



Mm * c mIn + ?3y £ {G * y n+i -(^-fi*)Y 0 } <y-t> + t| ]«o. (£-3) 

For fiber N+l, y <_ L the equilibrium equations are 

Ap ^^pj^j.'j 

T 3y + t 1n+2 ~ [G * Y N+1 " < y~ t> ~ 0 » 

and 

°mIh+2 "°h|n+] + 7^C t | IH . 2 + (s *i f | (+1 -(G M -G*)Y o }<y-t>].0. 

(E.4) 

Introducing the stress-displacement relations defined in sections 
A and B, and also noting that y n+1 = (v n+1 -v n )/h, the equilibrium 
equations in the longitudinal direction may be written as follows. 

For all fibers except N and N+l when y < L , 


ApEph d^v 

Tfir ■jjr M Vr !, n + Vi ) * 0 • 

For fiber N, when y ^ L , 

ArErh d^V M 

+ (v n .,-v n ).( l-£) h 




dy 


'N-l “ V N' ” ' sjf T 0 <y^> 


G* 


+ 5~ lv N+1‘ v N )<y ' A> * 0 * 


(E.5) 


(E.6) 
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For fiber N+l , when y £ l , 


A F E F h d V N+1 


~W “^2“ + V «+2 ' W H+1 * (1 

’5j[( v N+l"V < y- A> * 0. (E.7) 

The equilibrium equations In the longitudinal direction are independent 
of transverse displacements u n . Therefore, only the solution for the 
longitudinal displacement, v n will be considered. 

The same change of variables as In section B will be used in 
order to normalize the quantities In the equilibrium equations. The 
resulting non-dimensional equations are: 
for all fibers, except N and N+l when n < a 


d 2 v. 


dn 4 


+ Vr 2 VVr°- 


(E.8) 


for fiber N, when n £ a 
d 2 V, 


■^f- V v N-i- (, -^ >; o <n - 6> + l| ( VrV < E - 9 > 


for fiber N+l, when n £ a 


A 


dn 


y2-+ V 


N+2 ‘ ’N+l 


V Wj .i + (1 - jrj) t q < n-8 > - £■“ (V N+ ^ - V R ) < n-6 > » 0 . 

(£• 10 ) 


For the sake of simplicity, let 0 R s g- and 

M 

? °R- 0-§ ,; o • 


(£.11) 


As before, a new function f(n) is defined such that 

f(n) 3 V N - V N+1 - ^t qR - 6 r (V n+1 - V N )j < n 6 > , if n<a, 

if n^a. (E.12) 


and f(n) 3 0 , 
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With the Introduction of f(n), the equations (E.8) to (E.10) may 
be written as follows: 

d 2 V 

77 i- 2 Wi-° * < E - 13 > 

d 2 V N 

7T +V N+r 2V N + V N*l * * 
dn 

and 

d 2 V_ , 

“TT + Vz • 2, fM * V » * f t") • <E- I6 > 

dn 

Equations (E.13) to (E.15) are exactly of the same form as the cor- 
responding equations of section B, l.e., equations (B.23) to (B.25). 

The only difference Is In the function f(n). which Is now defined as 


f(n) * g(n) - * oR <n-B> , for n < a , 

(E.16) 

so that 


g(n) * (1 - <n”6 > )(V^- ) » 

(E.17) 

and 


M * i oR ♦ 

(£♦18) 


The boundary conditions on stress and displacements are the same 
as those of section B. Following the procedure detailed In section B, 
the axial displacement in fiber n for all values of n Is given by 


O TT 

V_ ( n) » £•/ e e B cos(me)cos(ne)de 
n o m»0 m 

+ l^ f(t) { C n (lt ’ nl) “ C n {t+n) } dt • (E-19) 

where, 

C n U)*|/ e" 64 cos(ne)de , 

4 « 2 si n( 0/2) , 

D 3 « cos(Ne) - cos[(N+l)e] . 


and 
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Boundary conditions on fiber stress yield the following equation 

\ / (- 6 ? B cos (me) ♦ 0 2 /° e’ fit g(t)dt - 0 2 f oR /° e“ 4t dt) X 
’ O \ PO " O OR 0 j 


cos(ne)de * - 1 , 


n * 0|1 i i (< |N « 


(E.20) 


Putting n*N and N + l In (E.19) and subtracting V N+ j from V N gives 

O If .An h 1 

v m“ n w 4 .i ■-/ e 1 B cos(me)0 4 de 
N N+1 * o m«0 m 

+ j /° f(t)|c N ( |t-n|) -C N (t+n) * c n + |( 1 t-n I ) + c n+i (t+n^dt. 

(E.21) 

Multiplying equation (E.21) by (1 -G R <n-8>)and recalling the defini- 
tion of g(n). equation (£.21) reduces to the following: 

g(n) = [1 -G„<n-S>] §■ /V ~ 6n z B_ cos(me)D 2 de 

K L o m=0 m 

+ j ^ ^g(n) • t 0 r < n-6 ^ |^( I t-n I ) - C N (t+n) _ ( I t _ n I ) 

+ C N (t+n)jdtj . (E.22) 

Further simplification of (E.22) yields the Integral equation, 
g(n) * [1 -G R <n-8>] / 1T e" 5n iB m cos(me)cos(ne)D 2 de 

+ j /°g(n)|c n (!t-n|) -C N (t+n) -C N+ ^(|t-n!) + C N+ j(t+n)jdt 

‘ “T £ { C N (lt_nl) ' C N (t+n > -ViUt-nl) +C N+1 (t+n))dtj . 

(E.23) 

The last condition that must be satisfied Is 

9(a) * * 0 R * V’-Gr). 
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Equations (E.20) and (E.23) together with equation (E.24) are solved 
employing the numerical technique described In section B In order to 
obtain displacements and stresses. 

The above development of the different modifications to the fun- 
damental solution of section B has been presented with each change con- 
sidered separately In the past three sections (C,D and E). This pro- 
cedure was used to note more clearly the necessary changes. However, 

In developing the computer codes for these solutions we have Included 
all the modifications In one code and have Investigated the Influence 
of the various models as a complete set. In the results, to be dis- 
cussed later In this report, it was found that the transverse damage 
model of section C was the most significant. The Inclusion of a strain 
hardening matrix had very little influence on the ability of the solu- 
tion to give results consistent with experiments for ductile matrix 
laminates. Perhaps If unloading had been considered, more dependence 
would have been noted. Also, the constraint layer (cover sheet) was 
not significant in comparing with experimental data on uni-directional 
laminates, however it certainly would be for cross-ply laminates. 

The following two sections present the solutions for a rectangular and 
circular damage region without including a strain-hardening matrix or 
a cover layer but including all other damage. The main ourpose was to 
investigate the changes given by different initial damage shaoes. 
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F. Two-Dimensional Shear-Lag Model with a Rectangular Notch, Longi- 
tudinal Matrix Splitting and V^el chng and transverse Hatnx and 
Fiber Damage 

In the next two sections we extend the above solutions to account 
for an Initial damage zone In the shape of respectively; a rectangular 
notch and a circular cut-out. These represent more realistic damage 
shapes and It Is of primary Interest to investigate the differences 
In the results as compared to the Idealized model of a slit as previously 
discussed. The same basic assumptions as before will be made and, as 
the solutions are developed very easily from the past work, only the 
fundamental differences will be discussed. Both longitudinal and trans- 
verse damage will be Included Initially. That Is .the development will 
concentrate on the necessary changes to the complete solution presented 
In section C rather than starting with no damage and developing each 
successive solution. For both of these cases the only significant 
difference In the solutions Is the change In boundary conditions on the 
Initial damage region and, for the rectangular opening In particular, 
these differences give almost trivial changes in the resulting form 
of the equations. 

The solution to be developed In this section Is for an Initial 
damage region having the form of a rectangular opening. Under loading, 
damage Is taken, as before. In the form of longitudinal splitting and 
yielding of the matrix and transverse damage to the fibers. The longi- 
tudinal damage Is assumed to occur at the end of the Initial notch 
between the last broken fiber and the first unbroken fiber. Transverse 
damage is modeled. In the same manner as in the preceedlng sections, as 
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reduced load carrying fibers along the horizontal axis. Figure (7) 
depicts the geometry for this study. This last assumption Is admittedly 
a simplification as one would assume that the location of the maximum 
axial stress In the first unbroken fiber In front of the notch, before 
transverse damage occurs, would be at the corner of the notch rather 
than the center. If this Is true then notch extension would, at least, 
begin at the corner. The results from the present solution Indeed In- 
dicate the maximum stress to occur at the corner. However, the difference 
between this maximum stress and the stress at y»0 Is small and further, 
the location of the maximum stress In adjacent unbroken fibers away 
from the notch changes from the corner to the y-axls after only a few 
fibers. Preliminary experimental studies now being Initiated also 
Indicate that transverse extension does originate at the notch corners 
but successive breaks occur In a random manner tending to be symmetric 
about the x-axIs. So, even though the model does not account for this 
Irregularity In transverse extension. It Is felt to be a reasonable 
approximation, especially for larger notch extension. 

With the above assumptions, the solution Is then developed by 
modifying the previous results to account for the boundary conditions 
of zero shear stress on the sides of the notch and a unit compression 
stress on the ends of the fiber at the top (and bottom) of the notch. 

As the solution already allows for matrix splitting, the first of the 
above conditions Is met simply by setting the minimum value of the split 
length (6) equal to the half-notch height. The remaining boundary 
condition is satisfied by taking n*H (normalized half-notch height) 
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rather that n«0 as In equation (B.46); this Is 
if N 

- /*- z B_ coslme)5e“ 6H cos(ne)de « - 1 . 
* o m-0 m 

All other equations are unchanged. 
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G. Two-Dimensional Shear-Lag Model with a Circular Cut-out. Lonql 
tudlnal Matrix Splitting and Yielding and Transverse Matrix 
and Fiber Damage 


The solution to this problem for the case of no additional 
damage was presented by Franklin In [7] and Kulkarnl et. al. In [8]. 

Both of these studies had difficulty satisfying the stress free 
boundary condition of the circular boundary; Franklin's solution gave 
zero stress In the fibers but did not consider the non-zero shear 
stresses In the matrix while Kulkarnl attempted to remove the shear 
stresses by an averaging technique. The results of the two are 
however, not significantly different. In the present solution we 
formulate the boundary conditions In the same way as Franklin but 
the ability of the present model to allow for matrix splitting gives 
some necessary additional freedom to satisfy the stress free conditions 
more accurately. Longitudinal and transverse damage Is also Included 
with the longitudinal damage being at the edge of the hole and the 
transverse damage originating and extending along the horizontal 
axis as In the slit and the rectangular notch. 

To develop the stress free boundary conditions on the hole 
surface first consider an unnotched laminate having uniform applied 
stresses at Infinity and determine the fiber stresses on a circular 
region having the radius of the desired cut-out as shown in Figure (8). 
The negative of these stresses are then the appropriate boundary 
stresses to be applied to the edge of the circular hole In an Infinite 
laminate having vanishing stresses and displacements at Infinity. 

A typical element on the boundary of the circular hole Is shown 
In Figure (9). A series of these Inclined elements were joined together 
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to form an approximation of the circular boundary as shown In Figure 
(10). It Is seen In Figure (10) that for each element a small vertical 
matrix boundary exists on which the shear stress, as given by the shear- 
lag assumption, will not be zero. The largest such surface Is between 
the last broken and first unbroken fiber. By setting the matrix 
split length (e) equal to this distance, this portion of the shear 
stress boundary condition Is satisfied. The shear stress condition 
on the remaining elements Is not satisfied. 

Referring to Figure (9) and summing forces In the horizontal and 
vertical directions yields 


A F°- - Vn s1n < e n> - tT RT *n cos < e n ) * 0 ' 

(G.l) 

and 


-toR* n cos(a n ) + tT RT A n stn(e n ) « 0 . 

(G.2) 

Solving for the boundary stresses yields 


°* * «. HF s,n 2 (e n> • 

(6.3) 

and 


a f 

t rt 1 Ht s<»(9 n )cos(e n ) • 

(G.4) 


As previously mentioned, the negative of these stresses will be 
applied to the boundary of the hole In order to remove the resultant 
stress on the hole boundary. Since It Is only necessary to solve the 
axial equation In order to obtain the axial stresses and displacements, 
a boundary condition In the axial (fiber) direction Is the only one 
needed. Thus the appropriate boundary condition can be derived by 
sunning forces in the axial (y) direction. 


a f 

lit °F „ sin(e n ) ♦ T nt ,cos(8 n ) - - 


Ac 

°«fir s1n(6 n ) * 


(G.7) 
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The seme equation can be derived by sunning forces In the radial and 
transverse directions and solving the resulting equation simultaneously. 

The stresses can now be expressed In terms of displacements by 
using the shear* lag assumptions as before. Upon substitution, the new 
boundary condition becomes 


ApEp dV 

*ET W s1n(0 n } + C Vl * v n ] cos ^ a n ) 


tjt s1n( V • 


(S.8) 


From the geometry of the hole, as see:< In figure (8), the radius 
can be expressed as 

r « * 0+1 h> (Q .9) 


where the coordinates of a particular point are 
x n * hn and 

y n « h^J-n 2 . (G.1U) 


The boundary condition for the circular hole then becomes 


Sr* ^ • 




where 


2n 




a n * WT and V ^ ‘ 




This boundary condition must be satisfied at the appropriate value 
along the boundary of the hole. It is seen that the normalized coordinate 
n Is then 



IG. 12) 


Finally, the boundary condition becomes 


2 ir N 

- / - i B m cos(me)6e cos(ne)de 
11 o m-0 m 


N 


(6.13) 


«o^ ' 


A ^ > 

§• / i B m cos(me)e*° n {cos[n+l)e] - cos(ne)} = - 1 . 


o m=Q 


This boundary condition replaces equation (B.46) used in the slit prob- 
lem. Note that this solution is not independent of material proper- 
ties due to the term H Q defined above. 

Since the damage is defined in the same manner as in section B for 
the si it, the integral equation for the present solution remains the 
same. The only other change is that the slit length (e) must be, at 
least, equal to the matrix mis-match on the last inclined element- 
This value is given by 



(6.14) 


The solution is obtained in the same manner as in the previous sections. 


H. Two-Dimensional Shear-Lag Model With Broken Fibers for the Half-Plane 


The motivation for much of the above work has been the interest 
in attempting to develop approximate analyses capable of predicting 
accurately the fracture behavior of hybrid (buffer strln) composite 
laminates. In this report solutions have been developed and the sig- 
nificance and validity of the various models will be demonstrated for 
the uni -directional full-plane laminate following this section. Based 
on the understanding developed in this phase of the study, future work 
will involve the extension of these models to multi -material laminates. 

As a first step in this direction the solution for adjoining uni- 
directional half-planes containing damage at, or near, the interface 
will be investigated. The solution presented below is a fundamental 
part of this extension, and consists of the solution for an edge crack 
in a uni -directional half-plane. Using supperposition, i.e.; matching 
boundary conditions on the interface, this solution can then be added 
to a second half-plane having different fiber and matrix properties to 
construct the adjacent half-plane problem. 

A two-dimensional array of parallel fibers with an arbitrary num- 
ber of broken fibers at the free edge is shown in Figure (11). The 
laminate is subjected to a prescribed shear stress and transverse normal 
stress along the free edge in addition to a remote uniform tensile stress 
in the axial direction. No additional damage other than the broken 
fibers at the free-edge is considered at this time. 

With reference to the free-body diagrams shown in Figure (12) the 
equilibrium equations in the axial and transverse directions are given 
below. The boundary conditions on the free-edge must now be specified 
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as opposed to the full-plane solution. In which they were accounted for 
by synmetry. We assume the first fiber In the half-plane to be embedded 
In the matrix material and, as seen in Figure (11), it will have a 
different set of equilibrium equations than all the remaining fibers. 

The equations of equilibrium are: 



for the first fiber. 


(H.1 ) 
(H.2) 



(H.3) 


(H.4) 


for all other fibers. 

Substituting the stress-displacement relations of Section A into 
the above equilibrium equations the following pairs of equations are 
obtained : 

ApE P h d 2 v-| h 

<H - 5) 

and 



(H.6) 


for the first fiber. 


A F E p h 

V 


dV 


♦ (V, 


dy 


n+1 


2v_ + v_ 
n n« 


(H.7) 


and 
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T ( Vl • 2u n + u n-1 ) + T 3y ( Vl ’ Vl } * 0 


(H.8) 


for all other fibers. 

From equations (H.5) and (H.7) It can be observed that the axial 
equilibrium equations are Independent of transverse displacement. 
Since only fiber axial displacements and axial stresses will be 
developed In this section, the solution for the transverse direction 
equilibrium equation will not be given here. 

The same change of variables as In section A will be used to 
normalize the quantities In the equilibrium equations. The resulting 
equations In the non-dimensional form are given by 


d 2 v 


dn 


r+ (V 2 -V,)-? a * 0 , 


for the first fiber, and 
d 2 V n 

7r* 1 , »r a » , Vi 1 * 0 • 

dn 

for all other fibers, where 


E p th t a 


(H.9) 



‘ a V¥m ' 

Defining a new function f-j(n) such that 
f l(n) * V V 1 » 

for all values of n the above two equations become 


(H. 10) 


d 2 V 


dn 


V 2 -2V 1 « f^n) , 


(H. 11) 


for the first fiber, and 


for all other fibers. 


These differential -difference equations may be reduced to dif- 
ferential equations by Introducing a new function V(n>d) such that 
the normalized displacement V n (n) Is the Fourier coefficient In a 
Fourier series expansion. In order to represent the free-edge boundary 
conditions as discussed earlier. It is appropriate to utilize a sine 
transform. Then 


V(n,e) = I V (n)sln(ne) , (H.13) 

n=l n 

and 


V„(n) * - f V V(n*e)sin(ne)de . (H . 14) 

n ir o 

With the introduction of V(n,e) the equilibrium equations become, 
respectively 


~ f ( - )[■ - 2[1 - cos (9 )]v| sin(9)de = f-j(n) , (H.15) 

T 0 v. dn J 

and 

2 * ^ 

— f ( — jr - 2£l - cos(e)]V j sin(ne)de s 0 . (H.16) 

0 L dn ' 


Making use of the orthogonality of circular functions these two 
equations may be written as one equation valid for all n as follows: 


~ f ( - 2[1 - cos ( 0 ) D s1n(ne)de 

0 Un Z J 

= | / ir f 1 (n)sin(e)sin(n 0 )d0 . 

“ n ' 


This equation Is of the form 
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2 

- f F(n.e)s1n(ne)de * 0 , for all n and n , 
o 

and noting the definition of V(n.0) in equations (H. 13) and (H. 14) it 
is seen that the function F(n,e) is odd valued in e and therefore, if 
the integral is to vanish for all n the function F(n*6) must be zero. 

The single equation specifying V(n»e) Is then 
2 * 

■ '■jj 1 “ 6 2 V - f.(n) sin(e) , (H.17) 

dn 

where 

5 2 * 2[1 -cos(0)] * 4 sin 2 (e/2) . 


As before, the solution to the problem of vanishing stresses and 
displacements at infinity and uniform compression on the ends of broken 
fibers will now be sought. 

The boundary conditions are given by 


v° 


as 


n -*■ 


for all fibers, 
dV 


■ar a ae 


n 


1 


in F 
for all broken fibers, and 

V n (0) * 0 at n - 0 


at n * 0 , 


(H.18) 


for all unbroken fibers. 


Equation (H.17) has the complete solution satisfying vanishing 
stresses and displacements remote from the damage as 

V(n,e) s A(e)e 6n - / sinhCsU-tJjf^tJdt , (H. 19) 

n 

where the functions A(0) and f-|(t) must be determined from the remaining 
boundary conditions. Using equation (H.14), the displacement is given by 
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V n (n) A( 0 ) e 6n * S " / s1nh[6(n-t)]fj(t)dtj s1n(ne)de . 

n (H.20) 

The remaining boundary conditions give 

dV (0) o ir / • 1 

— 3n — | -6A(e) - sln(e) / cosh[6(n-t)]fj(t)dt > s1n(ne)de *-l , 

° (H.21) 

for all broken fibers, and 


V„(0) * |/ n {A(0) + ^^»/* , *1nh(«t)f 1 (t)dtj s1n(ne)de * 0 , 

° (H.22) 

for all unbroken fibers. Equation (H.22) Is solved exactly by taking 

N 

A( 9 ) + iMil /“ s1nh(st)f,(t)dt * z B m sln(me) , (H.23) 

6 o 1 m=l m 

where the B m are constants. Equation (H.22) then gives a system of 
N algebraic equations for N constants, B m , In terms of f-j(n) which is 
as yet unknown. Eliminating A(e) between equations (H.20) and (H.23), 
the displacement V n ( n) can be given as 

V n (n) * - /e”* 50 z B m sin(me)sin(ne)de 
n 11 o m*l m 

- \T f,(t) (c n (jt-n|)-C n (t+n)] dt , (H.24) 

where, 

C U) * - / e" 6 * sin(ne)de 

n it 0 o 

and 

6*2 sin(e/2) . 

Equation (H.21) then becomes 
N 

| / ( -5 z B_ sin(me) + sin(e) / e 6 V,(t)dt 
o m *l m o 1 

- sin(e) / e" 5t T a (t)dtjsin(ne)de * -1, (H.25) 

where fj(t) has been replaced by x a -V-j(t) . 
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Equations (H.10) along with (H.24) gives 

V-j (n ) « /V 511 1 B m s1n(me)sin(e)de 

+ ^/*(v i (t ) -f a (t)}{ Ci (|t-n|)- c 1 ( t +n)j dt , (H.26) 

where 

c ( 5 ) , 2 / e - {{ de . 

I ir Q 0 

Equation (H.25) and (H.26) must be solved simultaneously for Vj(n) 
and the constants B m . Once V-j(n) and B m are known, the displacement 
of any fiber n can be obtained from equation (H.20) and hence the fiber 
stresses. 

These equations were solved as follows: 

(I) An Initial set of constants B m was determined by setting f^(t)=0, 
that Is, Vj(t) s ? a (t) In equation (H.25) giving 

f/f-sz B m s1n(me)sin(ne)]de=-l, n=l,2,...,N. (H.27) 

0 V m*l J 

(II) These initial constants were then substituted into the integral 
equation (H.26) and the function V-j(t) was determined for a known 
distribution of xAt). 

d 

(III) Using V^(t), a new set of constants B m was computed from equation 
(H.25). 

(IV) This procedure was repeated until the unknowns changed less than 
a prescribed amount with the additional Iterations. 

In the above solution, the unknown function, V^(n) was assumed 
to be piece-wise parabolic over the interval 0 < n <.« of the form 

vj(n) 3 Yq + yj n + n 2 , 1 « 1,2,. ...k 


when the interval was divided into k subdivisions. The function, V^n) 
contained 3k unknowns, (k+l) equations are obtained by requiring that 
the Integral equation (H.26) be satisfied at the (k+l) end points, 

(2k-2) equations resulted from the requirement of continuity of the 
function V-j(n) and Its first derivative between adjacent Intervals 
and the last equation was given by setting (n) a 0 as n -*• ». Because 
the interval of integration was Infinite, the piece-wise linear anproxl- 
matlon for V^(n) unlike in the preceedlng sections was found to be 
inadequate. 
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SOLUTIONS AND RESULTS 

Numerical solutions have been developed for all the specific pro- 
blems discussed In the previous sections, using an IBM 370 computer at 
Clemson University. For the case of a notch with no additional trans- 
verse or longitudinal damage* as considered In section A* the solution 
Involves Inverting the system of algebraic equations (A.21) for the 
constants, In sections B-G the Inclusion of longitudinal damage 
requires the Introduction of an unknown function g(n) representing the 
displacement difference between adjacent fibers In the damage zone. 
Satisfaction of the boundary conditions then gives a far more complex 
system of algebraic equations for the constants Bn,, coupled with a 
Fredholm Integral equation for the function g(n). The form of this pair 
of equations Is Identical for all sections B-G, (see equations (B.46), 
(B.47) and (B.48)). The solution technique discussed In section B for 
these equations Is appropriate for the remaining sections through G. 

For the half-plane considered In section H, even though no longitudinal 
damage Is assumed, a set of equations similar to those of sections B-G 
still results. A discussion of an appropriate solution technique for 
the half-plane Is given at the end of section H and some changes made 
necessary by unbounded Intervals of integration are considered. 

For the present report the main emphasis will be to compare the 
results of the various models and demonstrate the agreement with 
available experimental results. More detailed results for the original 
Hedgepeth problem are given In [1]; the Inclusion of longitudinal damage 
for one broken fiber Is given In [2] and [3] and the general solution 
of section B Is presented In [9]. 


* 




Some Interesting observations concerning the case of broken fibers 
with no additional damage, as presented In section A and [1] are first 
considered, with particular emphasis on the behavior of the fiber stress 
In front of the notch. The normalized fiber stress In the first 
unbroken fiber was shown In [1] to have the following representation: 


F _ 4.6.8. 


K r * o * 3X7 


Zr + 2 

tzf ♦ 1 


( 1 ) 


where op Is the stress In the first unbroken fiber, and r 1$ the total 
number of broken fibers. This equation may be written as 


_ ( 2) 2r (r + 1)! (r)! 

tfrVTjr 


( 2 ) 


Using Stirling's formula for the asymptotic representation of (r)! when 
r Is large, l.e. 

(r)! ♦ /Znr (£) , 

and substituting Into equation (2), gives 

K r - y . (3) 

If the total number of broken fibers Is odd and the notch Is symmetric 
about the y-axis, as 1$ the case In all the full-plane problems consid- 
ered here, then r » 2N ♦ I, where N Is the last broken fiber, so that 
equation (3) may be written as 

Op I = «/2N +'~i = /I r'fj’ , for large N. ( 4 ) 

n N+l c c 

The present failure criterion Is similar to the "point stress" cri- 
terion presented by Nulsmer and Whitney In [16], at least when applied 
to the models of section A and B. That Is, If transverse damage Is not 
admitted then laminate failure Is assumed to occur when the stress In 
the first unbroken fiber reaches the unnotched ultimate stress. The 
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remote failure stress, o a , Is then given by equation (1) for any number 
of broken fibers, r, where o p Is replaced by the unnotched strength o Q . 
Following [16], a fracture toughness parameter can be defined as 
Kg « j^/ira where a Is the crack half-length. Kq Is given by 
equation (4) for large crack lengths as 


Kq * * o Q /2d , (5) 

where d Is the fiber spacing, a * Nd and a m « o Q *'2/*N . 

A comparison can also be made between the solution of section A 
and that of a homogeneous Isotropic plate with a central notch of length 
2 alGrlfflth crack). The stress distribution at the crack tip along the 
x-ax1s Is given by 



x > a 

( 6 ) 


This equation can be modified for a uni -directional lamina In terms of 
the discrete fiber spacing and fiber Index as 


nd 


F 'n /““ 
/(nd) 


7 - (N + C N ) V 



n » N + 1, 


(7) 


where. 



n 

N 


Cn 


is the normalized stress In the fiber n. 

Is the fiber spacing, 

Is the fiber Index 

Is the index of the last broken fiber, and. 

Is a constant needed to fit the data for each particular 
Initial notch length specified by N. Note that (N + Cf|)d 
represents an eql valent notch half-length. 
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For n » N ♦ 1 this equation Is set equal to equation (2), with r * 2N ♦ 1. 
In order to determine the constant for any particular N. The 
following table of values for Cn as a function of N results. 


N 

0 

1 

10 

1000 


CN 

0.6614 

0.6742 

0.6805 

0.6814 

0.6815 


For large N equation (7), with n « N ♦ 1, and equation (4) In place 
of equation (2) gives the limiting values of as 

N + 1 


Lim 
N -*■ « 


/(H ♦ I) 7 ' - (N + C N )* 


7 


from which. 


C N « 1 - - « 0.6815 « C. (8) 

It Is then seen that C# Is approximately equal to a constant, C, 
Independent of M. Now, using the above values for C|| the stress In 
fibers n > N ♦ 1 In front of the notch was computed from equation (7) 
and compared with the solution of section A. For all notch lengths the 
agreement was found to be excellent as shown In Figure (13). Therefore 
the central notch In a uni -directional laminate using the shear-lag 
model has a square root type stress distribution with an equivalent 
notch length given by (N ♦ C^)d where the constant * C ■ 1 - 1/tt 

for all N. That Is, the stress In the first unbroken fiber Is given by 
the modified Griffith solution, equation (7), which also correctly 
predicts the stresses In the remaining unbroken fibers. 
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An analogous Investigation concerning the maximum fiber stress and 
the fiber stress decay away from the notch when longitudinal and trans- 
verse damage Is present, as given In sections 3 and C, Is now discussed. 
The results are considerably different from the above and It Is Indi- 
cated that a basic assumption of [16] In which a square root behavior 
was assumed to exist may be In error. That 1$, for cases having 
longitudinal and/or transverse damage the notch tip fiber stress as 
determined from sections B and C does not have a square root form. To 
demonstrate this for longitudinal damage we used equation (7), with 
n > N r l, to represent the fiber stress In front of the notch and 
determined the constant by comparing with the numerical results. A 
significantly different value of was found for each particular N as 
Indicated In the following table. In constructing this table the ulti- 
mate stress In fiber N ' 1 was taken as constant for all values of N; 
the remote stress and damage length, o , then changed with N. 


H 

0 

1 

3 

14 


0.6459 

0.5006 

0.3437 

-0.2364 


Further, using a specific value of N and the corresponding C^, the 
fiber stress computed for n > N ♦ l from equation (7) was found to be 
different from the numerical results. An example of the fiber stress 
for seven broken fibers, and longitudinal damage consisting of yielding 
given by a * 5.0 is given In Figure (13). First, comparing with the 
results of the no damage. It is seen that the stress distribution is 
greatly reduced and distributed more uniformly to the adjacent fibers. 
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Second, the results are seen to be different from equation (7) but not 
drastically so. 

When transverse damage Is Included the stress field, shown In 
Figure (13) for four damaged fibers. Is fundamentally different from 
that of the modified Griffith form, equation (7). A value of was 
not determined. It Is Indicated below that both longitudinal yielding 
and transverse damage are necessary in order to agree with the limited 
experimental results for boron/aluminum laminates. 

The failure criterion for longitudinal damage alone is the same as 
in section A. When the stress in the first unbroken fiber reaches the 
unnotched laminate stress and fails, then the stress In the adjacent 
unbroken fiber will be above the critical value. 

If transverse damage is also present the failure criterion is more 
complicated. The results from the model developed In section C indi- 
cated that stable transverse fiber breaks can occur. Failure of the 
first fiber does not then necessarily signify lamina failure as it may 
well require an increased applied stress to critically stress the next 
fiber. Recall that in the lamina, the fiber breaks occur in front of 
but not necessarily in line with the initial notch, with the matrix 
material remaining intact. Shear stress transfer from the matrix as 
well as some small axial matrix stress then gives a reduced load carry- 
ing capacity to the damage region in front of the notch as accounted for 
by the stiffness coefficient, y • Typical results are shown in Figure 
(14) for an initial notch length corresponding to seven broken fibers 
and a fiber stress in the damaged zone corresponding to a stiffness 
coefficient of y * 0.90. It is seen that the transverse damage is 
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stable until about seven additional fibers are broken. At this point 
the curve levels off and successive breaks require no Increase In 
applied stress, o . An appropriate failure criterion Is then to 

co 

determine the applied stress, a n , giving unstable transverse damage. It 
Is significant that the number of stable fiber breaks was approximately 
constant, Independent of Initial notch length. This constant damage 
zone size was about seven broken fibers which Is In good agreement with 
the observed results of Awerbuch and Hahn [13]. 

The value of y , which represents the stress carried by the 
transverse damage region, was found to be that giving the best fit to 
the COO and strength curves along with a constant damage zone length. 

As the Intlal notch length Increased, the load carried by the transverse 
damage region decreased, while the size of the region remained constant. 
Extensive experimental studies to Investigate this behavior are 
underway. 

The results of the present methods are shown below to predict 
accurately the fracture behavior of both brittle and ductile matrix 
composites In terms of crack opening displacement (COO) and fracture 
strength. It then seems reasonable to conclude that the manner of 
stress distribution In the fibers Is given with the same degree of 
accuracy. If this is true then It follows that, for the notched 
laminate with longitudinal and transverse damage, the fiber stresses In 
front of the notch are less severe than a square root behavior. The 
failure criteria suggested by Nulsmer and Whitney [16], either the 
"point stress" or the "average stress" criterion both assume a stress 
field In the front of the notch as 


X 


/7T7? 


(see equation (10) of [163), 


where a Is the half notch length. Based on the above observations these 
criteria are perhaps not valid for uni -directional laminates. It 
appears then that longitudinal and/or transverse damage reduces the 
influence of a notch to a greater degree than an equivalent notch length 
model, with a square root behavior, would predict. It is Important to 
note that, even though the present study indicates the true fiber stress 
distribution, section C, to be different from [16], results using the 
classical square root behavior do predict the fracture characteristics 
of laminates with surprising accuracy. For example, see the work of Poe 
and Sova presented in references [17] and [18]. This is perhaps fortui- 
tous as the stress is not drastically different from a square root form 
even though only the undamaged laminate of section A agrees accurately 
with the square root behavior of equation (7). 

It has been demonstrated in [9] that for composites with a brittle 
matrix such as epoxy, the extensive splitting and the eventual instabi- 
lity In the longitudinal direction can be predicted by introducing 
longitudinal damage alone as covered in section B. Results for cases of 
one and seven broken fibers are presented in Figure (15). 

For a composite with a ductile matrix such as aluminum some negli- 
gible splitting has been observed [15] and [1], but the stress in the 
fibers continues to Increase with increased remote stress until the 
ultimate fiber stress is reached. In order to predict the fracture 
behavior of composites with a ductile matrix, such as boron/aluminum, it 
was found to be necessary to Improve the model presented in section B. 
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Effectiveness of these Improved models, which are developed in sections 
C-E, will now be discussed. 

In all these cases, the model parameters such as number of 
constrained fibers, stiffness coefficient, strain-hardening ratio, 
constraint ratio were varied and their effect on the fracture characer- 
i sties of the laminate was investigated. A comparison of predicted 
values with the experimental results of [13] was done with respect to 
two fundamental characteristics, crack opening displacement and laminate 
strength. 

As explained in section B, the fiber axial displacement and 
stresses can be computed for different material properties, applied 
stress and notch lengths. For a particular laminate a plot of COO vs. 
applied load was obtained and then, by comparing with the experimental 
study of Awerbuch and Hahn in [13] for the uni -directional boron/ 
aluminum laminate, appropriate values of t q and thtf stiffness constant 
G^/h were determined. The laminate used in [13] had the following 
material and geometric properties: 

E F ■ 475 x 10 9 pa, 

Ap * 1.59 x 10-8m2, (0 * 0.1427 mm), 
t * 0.165 mm/ply, eight plies 
°ult * 3.98 x IQ 9 Pa 
w * width » 25.4 mm and 
fiber center line spacing = 0.178 mm. 

For a laminate having seven broken fibers, which corresponds to a 
notch length of about 1.27 mm, the load vs. COD curve required specific 
values of t and GM/h in order to give a "best fit" to the experimental 


results of [13]. The numerical values of G^/h and t q determined In 
this manner are given In the following ta‘>1* for the various models. 

longitudinal transverse constraint strain 

damage, S damage, C layer, D hardening, E 

GM/h 65.4xl0 12 N/m 2 115x10 l2 N/m 2 148x10 12 N/m 2 35.9xl0 12 N/m 2 

t 109xl0 6 N/m 2 88xlC 6 N/m 2 82xlO^N/m 2 164xl0 5 N/m 2 

0 


For the strain hardening case the modulus ratio was taken as Gr * 0.5 
and for the constraint layer Cr * 0.05. Using the above tabulated 
values In each model gave essentially the same COO curves for both seven 
and twenty-nine broken fibers with both being In close agreement with 
the experimental results of [13]. This comparison Is shown In Figure 
(16). 

The differences In the four models In predicting COO curves Is then 
small although the particular values of the material constants G^/h 
and t q are considerably different as seen from the table. 

Now using the above constants for GM/h and t q , the normalized 
ultimate fiber stress 



was computed for a specific ultimate fiber stress. Then the remote 
stress required to give a particular ultimate stress In the first 
unbroken fiber, or unstable extension In the case of section C, was 
determined from a p!ot of applied stress, o a vs fiber stress, a F , Figures 
(17) and (18). This gives the strength of the laminate as a function of 
number of broken fibers (or notch length). This was repeated for all 
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the models In section B through E. Figure (19) shows the plot of 
applied stress as a function of number of broken fibers for the differ- 
ent models along with the experimental results of [13]. 

From Figure (19) It may be observed that even though COO was Insen- 
sitive to model parameters, the strength curve was very much dependent on 
them. All the models predict the same trend In strength curves as those 
given by the experimental results. However, for the case of longitudi- 
nal damage, the model gives a much larger decrease In strength for small 
notch lengths than the experiment. At longer notches the model predicts 
the failure stress reasonably well, fin Increase In the fiber utllmate 
stress tends to rotate the curve about the knee of the curve without 
much change In the behavior for the shorter notches. 

Addition of a constraint layer does not make a significant differ- 
ence in the predicted strength curve. Variation In the constraint ratio 
had a similar effect as that of Increasing the fiber utllmate stress In 
the longitudinal damage model. 

The strain-hardening model predicts strength values much lower than 
those of the longitudinal damage model, making it more and more notch 
sensitive. The best predicted values of the strain-hardening model are 
no better than those of the longitudinal damage model. 

The transverse damage model however predicts strength values very 
close to the exprlmental results and seems to account for an essential 
damage mode. By varying the transverse stiffness coefficient and number 
of constrained fibers, it was possible to move the predicted strength 
curve such that It fit the experimental results exceptionally well. One 
Important observation was that the number of constrained fibers required 


to fit the experimental data was approximately a constant at all notch 
lengths, Indicating that the transverse damage zone size ahead of the 
notch tip was Independent of the notch size. 

Introduction of transverse damage In addition to longitudinal 
damage then not only predicts COD In good agreement, at the same time It 
predicts strength values exceptionally well. The above computed value 
of t q Is close to the yield stress for a homogeneous aluminum specimen. 
The equivalent stiffness, Gm/h, for h * 1.78 x 10~ 4 m, (l.e., the 
center-line distance between fibers) gives a shear modulus of 3 
20.5 x IQ 9 N/m 2 which Is also close to the shear modulus of 

6 2 

aluminum. For annealed aluminum the yield stress Is about 95 x 10 N/m 
and the shear modulus Is 27 x 10 9 N/m 2 . 

Also of Interest is the extent of the longitudinal yielding which 
is given by 



a 

d 


3.54 fiber spacinas. 


For the case of seven broken fibers the damage length corresponds to 
a 3 11.5 or therefore L 3 40.7 fiber spaclngs,, (approximately 6 times 
the crack length). For twenty-nine broken fibers a * 35, and L 3 123.9 
fiber spaclngs, (approximately 4 times the crack length). Experimental 
determination of the extent of longitudinal yielding Is now being 
investigated by the writers, however this damage does seem reasonable. 

With the above observations In mind It should be emphasized that in 
order to predict the fracture behavior of uni -directional composites with 
a ductile matrix It was essential to consider the transverse damage of 
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matrix and fibers along with the longitudinal matrix damage as modeled 
In section C of this report. 

Note that the above results Indicate an approximately constant 
transverse damage zone size of seven fibers, Independent of Initial 
notch length, which Is In agreement with both Awerbuch and Hahn [13] and 
Nulsmer and Whitney [16]. However, the disagreement with Nulsmer and 
Whitney [16] as discussed above Is that the present solutions predict 
fiber stresses In front of the notch to be different from and less 
severe than a square-root behavior. 

The final results to be presented in this report concern the solu- 
tions developed In sections F and G for the rectangular and circular 
cut-outs. Of principal Interest will be the comparison of these results 
with the corresponding solutions for the notch. Extensive results are 
presented by Jones [19] where It Is demonstrated that very little dif- 
ference exists between the three solutions concerning maximum fiber 
stress and the stress distribution in front of the damage. 

In Figure (20) results are presented for eleven broken fibers in 
the Instance of no additional damage. The differences are largest In 
this case; any longitudinal or transverse damage brings the solutions 
closer together. Figure (21) gives the results for the same geometry 
with longitudinal damage, a * 4, and transverse damage of four fibers. 

In both cases the material constant, Hq, needed In the solution for 
the circular hole, was taken as 5.0 which corresponds to a volumetric 
ratio of 50% and Ef/Gm * 50. Within the range of realistic material 
properties for fiber dominated laminates, changes In Hq have little 
effect on the solution. 
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The behavior depicted by these two figures Is typical of the gen- 
eral results and one can conclude that the shape of the Initial damage 
Is less significant In determining the laminate fracture properties than 
the total number of fibers broken. These results are fundamentally dif- 
ferent from the case of an Isotropic plate In which the sharp notch has 
singular stresses near the notch tip with a square root si ngul arl ty ; the 
rectangular hole also has singular stresses but with a power of less 
than one-half; and the circular hole has a stress concentration of 
three. Independent of hole size. 

Future work In the area of this study will Include a detailed 
experimental Investigation of the damage growth In notched boron/aluml- 
num uni -directional laminates and the extension of the above half-plane 
solution to Include damage and the presence of an adjacent half-plane of 
different material properties. 
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Figure 1. Two-dimensional uni -directional lamina with broken fibers. 





Figure 3. Two-dimensional uni-di rectionai lamina with broken fibers 
and longitudinal matrix splitting and yielding (first 
quadrant) . 




Figure 4. Two-dimensional uni -directional lamina with broken fibers, 
longitudinal matrix splitting and yielding and transverse 
fiber and matrix damage (first quadrant). 
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t * thickness of the main lamina 
t‘ = thickness of the constraint layer 
Gj^/h = effective shear stiffness of the main lamina 
G'/h' * effective shear stiffness of the constraint layer 

C R “ 3 Constraint rat1 ‘° 


Figure 6. Free-body diagram of an element consisting of the main 
lamina and the constraint layer. 
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Figure 7. Two-dimensional uni-di rectionlal lamina with a rectangular 
notch, longitudinal matrix splitting and yielding and 
transverse damaae (first quadrant). 
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Figure 11. Two-dimensional uni-directional ha 1 f-p lane with broken 
fibers at the fren edge. 
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modified Gri f-fi th soln. and present so in. for no 
longitudinal or transverse damage 


present soln. for lonqitudinal damage alone 
(a * 5.0, 3 * 0.0) 


modified Griffith soln. (equation (7)) for 
longitudinal damage alone (a 3 5.0, s * 0.0) 


- present soln. for longitudinal and transverse 
/ damages (a 3 5.0, 4 constrained fibers) 


fiber index, n 


Figure 13. Comparison of notch tip stress distribution for 7 
broken fibers. 




Applied stress as a function of number of constrained fibers In the transverse 
damage zone for seven broken fibers. 







COD M 


Figure 16. Comparison of present results (longitudinal damage model) 
with experimental study for a 25.4 im by 3 ply laminate. 
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Figure 18. Maximum fiber stress in the first intact fiber at 
n » 0.0, as a function of anplied stress for the 
case of no splitting and 29 broken fibers. 
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experimental (13) 



Strength Curve: Applied stress as a function of number of broken fibers. 









